PRESSVIEW XL 


COLOR REFERENCE DISPLAY SYSTEM 


When color reproduction is critica, for 
pre-press, digital photography, graphic 
design, media authoring, medical or 
scientific imaging, only the PressView XL 
has the accuracy, resolution and features 
you need. A 0.26mm aperture grille and 
115 KHz Bandwidth, the PressView XL 
provides Ultraresolution 1800 x 1350 at 
80H z. This incredible display combined 
with our new Super Low-Light ProSense 
colorimeter - so accurate it can measure 
the color of grey all the way to blak - 
ensures the most accurate color and the 
best grey tracking ever. 


Accurate and Consistent Ultra-Resolution™ Color 


Technically Superior Design 

The PressView XL Color Reference Display System is built 
around the highest quality components. At its core, a 
DiamondTron CRT, featuring a 0.26nm aperture grille allowing 
PressView XL to display resolutions up to 1800 x 1440 pixels. 


The new PressView XL chassis is so advanced it has four sepa- 
rate adjustments for color purity, one for each comer of the 
screen. At the factory a computer alignment system adjusts 32 
separate distortion control vectors. Our special 25 point digital 
dynamic convergence system provides for precise RGB raster 
alignment. Pressview XL also features GeoSense™ which auto- 
maticaly compensates for your local geomagnetic condition 

- so all PressViews maintain the sare great color worldwide. 
The PressView XL is so sharp, so bright, so geometricly correct 
- it’s like looking at reality. 


Cutting Edge Software 

PressView’s J ava based calibration and display control software 
let you calibrate identically across MacOS and Windows based 
systems. PressView XL includes the new 

super low-light ProSense Colorimeter 
which is up to 10X more sensitive in 
the critical low light area than our 
previous ProSense. Collaborating 

with colleagues in the next room or 
half-way across the world, PressView 
display systems give you the accuracy, 
consistency and confidence you need to 
communicate your ideas, artwork or images. 


Details that make a difference. 
PressView XL is easy on your eyes - a dark black face plate 
(39% Transmission) with a high-tech anti-glare, anti-reflection 
and anti static optical coating. Also included is the famous 
Radius Stealth Coat, made from confortable, black, light-weight 
cotton. This PressView exclusive feature improves the color of 
displayed images (particularly in shadows and dark details) by 
preventing the user's clothing from reflecting off the CRT. On the 
outside, we colored our cabinet and 


viewing hood achromatic gray to ensure a, re 
that the color your eye perceives is not | E en 

affected by the frame in which it is ,— —— 
viewed —another PressView first. | me Ee 


Industry Standard 

Radius PressView software is compatible with all major color 
management systems including the new Apple ColorSync 2.5, 
Microsoft ICM 2.0 and CMMs from Kodak, AGFA, Heildelberg 
and Apple. On top of that, the PressView XL display ships with 
ColorMatch 3.01 Standard Color Profiles. These advanced color 
profiles provide professional quality separations and soft proofs 
within Adobe Photoshop, Quark XPress and any other ICC 
compatible application. 


The Easiest to Set Up and Use 

The PressView XL Color Reference Display System is easy to 
install and use. Simply plug in and install the software. 
Calibration is as easy as pressing a single button, leaving no 
room for error. PressView XL is the only display system which 
provides a complete, tumkey, soft-proofing solution right out of 
the box 


PRESSVIEW XL 


COLOR REFERENCE DISPLAY SYSTEM 


Components PressView XL Display 
PressView ColorShield” Hood 
PressView J ava 2.0 Software 
Super Low-Light ProSense Colorimeter 
Radius Stealth Coat 
Radius ColorMatch Standard Profiles 
Cables, Power Cord & Software Manual 


Picture Tube and Chassis 
21" (19.7 Viewable) DiamondTron Picture Tube 
0.26 nm Aperture Grille Spacing 
e Face Plate Transmission 39% 
e Face Plate Coating Anti-Reflection, Anti-Glare and Anti Static 
¢ Horizontal Frequency Range 30KHz to 115KHz 
e Vertical Frequency Range 30-152Hz 
+ Supports the Generalized Timing Formula (GTF) 
+ Automatic Size, Position and Phase when using GTF 
¢25 Point Digital Dynamic Convergence 
¢32 Point Distortion Correction 
«Dynamic Beam Foming (8 Points Vertical, 8 Points Horizontal) 
*GeoSense™ Automatic H & V Geomagnetic Correction (World Wide) 
*TCO95, TUV ERGO (ISO 9241-3, ISO 9241-8), NUTEK 
¢ Energy Star Compliant 


Directly Supported Resolutions 640x480 @upto152Hz 
800 x600 @upto152Hz 
1024 x 768 @upto138Hz 
1152 x870 @upto120Hz 
1360 x 1024 @ up to 100Hz 
1600 xI200 @ upto 91Hz 
1800 x1350 @ upto 81Hz 
1800 x1440 @ upto 76Hz 


Laue 


EPA POLLUTION PREVENTER 
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Achromatic Gray (Color-Neutral) Display Cabinetry 
Delivers a professional quality, viewing surround with no distortion of color perception. 


ColorShield Hood 
Controls the glare from ambient light that can affect color perception. 


Radius Stealth Coat 
Lightweight black lab coat, when wom prevents the users clothing from reflecting off the face of the CRT. 


PressView Java Software 

¢ Integrated J ava software providing a graphical user interface and cross platform support. 
¢ Compatible with Mac OS System 8.0 and later or Windows 95 and 98. 

e Automatic one button calibration to the ColorMatch RGB standard. 

+ ColorSentry password lockout of front panel and PressView settings. 

¢ ColorMatch Standard Profiles provide complete color soft-proofing solution 
e Horizontal & Vertical Size 

e Horizontal & Vertical Phase 

e Horizontal & Vertical Position 

e Pincushion, Fine Pincushion & Barrel Correction 

¢ Trapezoid & Parallelogram Correction 

e Linearity Correction 

e Rotation Correction 

¢4 Comer Display Purity Correction 

+ Horizontal Static Convergence 


Target Markets 
Design & Graphic Arts Professionals, Service Bureaus, Printers, 


Digital Photographers, Pre-Press Houses, Scientists, Doctors, 
Architects and the Motion Picture Industry 


For the PressView XL Authorised Reseller nearest you, call 1-(800) 638-5253 


